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Panel Connections
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Required Test Equipment:
 - Pentium 4 computer with video card capable of 1600 x 1200 resolution at 60Hz with internal/external 

    video display capability 

 - Microsoft Word

 - Standalone DVD player with composite and S-video output

- -Video display generator – NTI Montest-LCD or equivalent

Required Accessories:

 S-video cable

Composite video cable

15-pin M/M SVGA video cable


15-pin SVGA to RGBHV video cable

1 ea. Commercial DVD movies

Power Test Procedure:

1. Connect 15-pin  SVGA to RGBHV cable to Video display generator and monitor as follows:

15-pin SVGA plug to Video display generator

RGBHV connectors as follows:


Red to J1 of monitor


Green to J2 of monitor


Blue to J3 of monitor


Horizontal Synch to J4 of monitor


Vertical Synch to J5 of monitor

2. Connect Monitor power cable to J9

3. Connect Video display generator and monitor power cables to 110V outlets.

4. Turn on Video display generator and set video resolution to 1600 x 1200.at 60 Hz.

5. Set screen display to vertical bar display.

6. Turn on monitor and note if red LED is lit.

LED is lit? 
Pass ____   
Fail ____

7. Wait between 5 to ten seconds and note if LED has turned green.

LED is lit green? 
Pass ____
Fail____

8.   Check color bars for overlapping. Color bars should be relatively free of overlapping.


Note any overlapping: ______________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________

9. Turn off video display generator and monitor and disconnect video cable from video generator.

Resolution Test Procedure:

1. Connect 15-pin  SVGA connector  to computer.

2. Turn on computer and set resolution to 1600 x 1200.

3. Set computer to internal/external display.

4. Power up monitor

5. Compare monitor display with computer display.

Check lettering for clarity and lines for straightness



Letters are clear and easily read? 
Pass _____
Fail ____



Lines are straight?

Pass ____
Fail ____

6. Open  Blank Word document and set font size to largest font possible but don’t click mouse to set font size. Note:( This stops cursor from blinking.)

7. Examine cursor for shadowing. There should be no more than one shadow with an intensity level of no more than ¼ the intensity of the cursor.

Monitor meets shadowing requirement:
Pass _____
Fail ____

8. Close Word program.

Video Test Procedure:

1. Connect DVD player to Composite video input of monitor and S-video input into monitor.

2. Press menu button on monitor until PIP controls are highlighted. (See Appendix A)

3. Expand PIP to largest size and select the motion option.

4. Press menu button to video selection section and select composite video

5. Exit menu.

6. Insert commercial DVD into DVD player and press play.

7. Examine PIP content for pixelization or blurring:

Pixelization


Pass _____
Fail ____

Blurring



Pass _____
Fail ____

8. Stop DVD player.

9. Press menu button to video selection section and select S- video

10. Exit menu.

11. Press play on DVD player.

12. Examine PIP content for pixelization or blurring:

Pixelization


Pass _____
Fail ____

Blurring



Pass _____
Fail ____

13. Power off computer.

14. PIP should expand to full screen.

Pass _____
Fail ____

15. Stop DVD player.

16. Power down monitor.

17. Power down DVD player.
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