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ITEM
DESCRIPTION

QTY

UNIT PRICE

        AMOUNT

0001
Hand Held Thermal Imager
20 EA

$__________

$_____________

 Minimum Requirements for Handheld Thermal Imagers

· Handheld thermal imager with a compact/lightweight design for field service use.

· Day/Night capability.

· Infra-Red Detector:  Minimum 324 x 240 Vanadium Oxide Uncooled Focal Plane Array, Long-Wave IR (8 – 12 microns), 25 micron pixel pitch, 60 Hz Frame Rate, No TEC (Temperature Stabilization) required.


· Display: Bi-ocular image display utilizing 2 Organic Light Emitting Diode (OLED) Displays, each with 852 X 600 pixels, low power consumption (< 300mW at nominal video modes) and industrial operating temperature range (-35°C to +65°C) to provide an “immersion sense,” Field of View ( 32°).


· Battery: Self-contained unit, high energy density, rechargeable with a low self-discharge rate   (< 5% per month), Lithium Ion composition recommended to provide long life cycle (over 80% capacity after 500 deep discharge cycles) and environmentally benign materials.  3.5 hour battery life with low battery indicator. Rechargeable via 12 volt cigarette lighter

· Optics:  Push-button, “In Field,” user-interchangeable Infra-Red lens options (Standard – 62mm; Optional – 50mm & 75mm)

